
33.00

34.00

35.00

32.00

36.00

37.00

31.00

30.00

29.00

28.00

27.00

39.00

40.00

38.00

41.00

80
00

27
46

50
0

12
00

33.00

34.00

35.00

32.00

36.00

37.00

31.00

30.00

29.00

28.00

27.00

39.00

40.00

38.00

41.00

EXISTING

MILL

RACE

PLANTING TO

EMBANKMENT

RETAINING WALL

GREEN SPACE AND

SCREEN PLANTING

NEW

RETAINING WITH

2m HIGH FENCING

TYPICAL SITE SECTION - 1:100

PROPOSED BUILDINGS

BIN

STORE

PARKING BAYS

6M ROADWAY

PRIVATE GARDEN

E

X

I

S

T

I

N

G

 

G

R

O

U

N

D

 

L

I

N

E

General  Notes :

1.     No part of this document may be re-produced or transmitted in any

form or stored in any retrieval system without the written permission of the

Consulting Engineer, David Kelly Partnership, as copyright holder except as

agreed for use on the project for which the document was originally issued.

2.    The contractor is responsible for checking all levels and dimensions on

site and shall refer all discrepancies to the Engineer.

3.    Only drawings issued for CONSTRUCTION shall be used for

construction purposes.

4.    Work to figured dimensions only. Do not scale print.

5.    Check size of drawing sheet against dimension marks at bottom left

hand corner of sheet.
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PAVED FOOTPATH -WIDTH VARIES(MIN.2000 mm)

6000 mm ROADWAY

1 : 50 CROSSFALL TOWARDS CARRIAGEWAY.

GREEN MARGIN (VARIES)

UNDERGROUND DUCTS

FOR ELECTRICAL ETC.

WATERMAIN

MINIMUM COVER :

1200 mm UNDER ROADS.

TO COMPLY WITH

IRISH WATER DETAILS

TYPICAL CROSS - SECTION OF TARMACADAM ROADS AND FOOTPATHS SCALE 1:20
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